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1. PRODUCT:   FIPRO MS B-15 Class BULKHEAD 

   BOARD:      FIPRO MS 19 mm      
         

2. MANUFACTURING DOCUMENTATION 

- Description 

- Drawing: Fipro MS bulkhead top 

- Drawing: Fipro MS bulkhead bottom 

- Drawing: Fipro MS bulkhead side connections 

- Drawing: Fipro MS bulkhead board connections 

- Drawing: Profiles 

- Technical data sheet for FIPRO MS board 

- Handling with FIPRO boards 

 

3. TYPE EXAMINATION CERTIFICATES 

- Non-combustible materials - Certificate No. 07000 MED 

- B-15 Class bulkhead FIPRO MS - Certificate No.03760 MED 

- Quality system Module D - Certificate No. SMS.MED2.D/17                                                                                                     
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2. MANUFACTURUNG DOCUMENTATION 

 

DESCRIPTION 

 

B-15 Class Bulkhead composed of 19 mm thick boards "FIPRO 

MS"  

Junction between boards consists of: 

- two steel -profiles (30 x 10 x 0.5 mm), fixed together by self-tap-

ping screws (Ø4.2 x 10 mm) with cover sections (7.6 x 9 x 0.5 

mm), placed each 300 mm, 

or 

- steel spline (25 x2 mm) placed in the groove on the long edges of 

boards, 

or 

- 38 x 3.2 mm folded steel splines (0.8 mm thick) placed in the groove 

on the long edges of boards. 

Fixing of the panel was made by: 

- top profile: steel U-profile (23 x 40 x 1.5 mm) or equivalent 

construction, 

- bottom and edge profiles: steel U-profile (23 x 20 x 1.5 mm) or equi-

valent construction. 

 

BOARD FIPRO MS 19 mm    

MAXMUM WIDTH: 1250 mm 
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DRAWINGS 
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For profiles dimensions is taken into account thickness of the board with HPL - total thickness 21 mm. 
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